MSDS for #00010 - ROSS WASH TEMPERA Page 1 of 2

. 08/03/98  10:43 BT734 946 1395 . . .AMERICAN GLUE 00O | : =
-~ 05/20/98  17:45 =~ B4118 751 5262 - ...CONROS CORP. a—— TAYLOR. 1 cj'f><><?f;f§]

MATERIAL SAFETY DATA  SEHEET éAGE 1 CF 2

SECTION T - PRODUCT JIDENTIRICATION
PRODUCT TRADE NAMEH FORMULA /MOLECULAR WEIGHT.
N/A .- Mixture

Ross Témpera Péints

CHEMICAL, NAME/SYNQNYMS - CAS NUMRBER
' ' - N/A‘— Mixture-

Ross Tempera Paints - :
COMMON NAME : : DOT HAZARD CLASSIFICATION

- TECENICAL CONTACT NAME TE
J. KUKREJA 1-800- 521 8246 US / 1-800-387-527

SECTION II -~ PRODUCT DESCRIPTION

APPEARANCE ODOR

Opague, Liguid: Various Colors None

PHYSICAY, DATAH

Specific Gravity . ........-.... 1.20-1.40

Water Solubility............. Miscible

Percent Volatile (Watex)..... Approximately 80-90%

HAZARDOUS INGREDIENTS CAS. FPROX % EAZA 7

None known to Ross Adhesives <.
Rl :

NON-HAZARDOUS INGREDIENTS CAaS.§ APPROX . &% HAZARD TLV 0N

Watexr - 7732-18-5 80-90% -

Color 6% (@

Duramite 1317-65-3 2%

‘Acrylic Thickner . 10%

SECTION TIY - PIRE AND EXPLOSTION DATA

FLASH POINT/DEGREE F. TEST METEOD
N/A - Water Solution

RECOMMENDED EXTINGUISHING MEDIA

WATER CARBON DIQXIDE OAM QTHER
x : x >

UNUSUAL FIRE OR EXPLOSION HAZARDS (CONDITIONS TO 2AVOID)
None known to Ross Adhesives.

SPECIAYL. FIRE FIGHTING PRQOCEDURES
Non=

SECTION IV - REACTIVITY DATA
STABILITY UNDER NORMAT, CONDITIONS

STABLE UONSTABLE (CONDITIONS TO AVOID)
x
© INCOMPATIBLE MATERIALS (MATERIALS TO AVOID) -
NONE KNOWN WATER ACID BASE OXIDIZERS OTHER
x

Item Numbers: 00010-108%6:-88¢+5 00010 3006, 00010- 3007%&%& OOO((Q%%;E‘;O%?%OG ga&) 4&\59&:&%6) 00010-4507, 00010-5006, 00010- Page 1of2

5007, 00010-5116, 00010-5117, 00010- 650%0010 6507, 00010-7006, 00010-7007, 00010-8006, 00010-8007, 00010-1009, 00010-2009, 00010-3009, 00010-3049, 00010-4009, 00010-4509, 0001,0-5009, 00010:6509.
00010-7009, 00010-8009




MSDS for #00010 - ROSS WASH TEMPERA Page 2 of 2

08703798  10:486 T734 946 1385 AMERICAN GLUE @o003/003
. 05/20/88  17:45 416 751 5262 CONROS CORP. +~+ TAYLOR @oo03s003
o ..;:?v - L . . - B c,
cccC . DAGE 2 OF 2 OF RTP.

. SECTIQN V ~ ACUTITE EZRLTH AND SAFETY DATA
T TEST TYPE RESULT ANIMAYL, SPECIES HAZARD DESCRIPTION
None Conducted By | | I

Ross Adhesives. | ! I
] [ |

SECTION VI - BANDLING PRECAUTTIONS/FIRST ATID RECOMMENDATIONS
SKIN AaND EYE CONTACT -
FIRST AID:EYE CONTACT: Flush eyes thoroughly with plenty
of clean water.

SKIN CONTARCT: Wash skin wicth soap and wacer
ORAT, INGESTION:
FIRST AID: If swallowed drink plenty of milk or water and

call a physician,

SECTION VITI - SPILL PROCEDURES
STEDRS TO TaAKE IF SPILLED _
Dike to dontain spilled liquid. Pick up and containerize bulk of
licuid. Add dry material to absorb remaining liquid; pick up and
containerize for recovery or’ dlsoosal Flush azrez with water to
remove residues.

WASTE DISPOSAL
This product if dispos=d as shlooed is not hazardous waste as

specified in 40 CFR 261. Consult state and local officials for
proper disposal methods. ‘ -

SECTION VIIT - SPECI2Y, PROTECTION INFOPMATION
VENTILATION REQUIREMENTS .

GENERALL ARER LOCAL NOT NECESSARY UNDER
EXHAUST: EXHRUST : . NORMAL USE CONDITIONS: x

SONAL, _PROTECTIVE EQUIPME ECOMMENDED TN NORM: USE CONDITION
EYE PROTECTION | SKIN PQOTLC;ION JRESPIRATORY PROTECTION
TYPE: x | TYPE : |TYPE:
Safery glasses with |N/A . IN/2A

side shields. l : |
| |

SECTION IX¥X - SPECIAY, PRECAUTIONS

None

THE INFORMATION SUPPLIED HERE RILATES TO THZ TRODUCT NAME AND IS
BASED UPON INFORMATION CONROS CORFORATION CONSIDERS TO BT ACCUR-

ATE. ¥NO WARRANTY, EXPRESS OR IMPLIED, IS INTENDED. THIS INFORMA-
TION 1S OFFERED SOLELY FOR YQOUR CONSIDERATION AND INTERPRETATION.

PREPARED BY: J. RUKRTJA DATE PREPARED: JUN 1936 UPDATED MAY 20, 1588

1190 BIRCHMOUNT ROAD, CONROS CORPORATION SCARBORQUGH, ONTARIO M1P 2B8

Item Numbers: 00010-1006, 00010-1007, 00010-2006, 00010-2007, 00010-3006, 00010-3007, 00010-3046, 00010-3047, 00010-4006, 00010-4007, 00010-4106, 00010-4107, 00010-4506, 00010-4507, 00010-5006, 00010- Page 20f2
5007, 00010-5116, 00010-5117, 00010-6506, 00010-6507, 00010-7006, 00010-7007, 00010-8006, 00010-8007, 00010-1009, 00010-2009, 00010-3009, 00010-3049, 00010-4009, 00010-4509, 00010-5009, 00010-6509,
00010-7009, 00010-8009




